
ENC DC Series Autosampler Enclosures
ENC series DC Autosampler Enclosures protect your

samples. your employees, and your peace of mind.

DC Autosanrpler Enclosi-rre F:eatures
. Save bench space with an enclosure sized to fit your

autosampler (see belowl
. Flat pack design for inexpensive shipping
r Shatter-proof polycarbonatec0nstructi0n
. 0uickly evacuates harmful fumes and protects

samples from contamination
e Prevents contamination and corrosion
. Easy access to samples and autosampler components

through front and rear
. Chemical resistant materials
r Multiple configuration possibilities for vent and fan
o Multiple ports for tubing and power cords
. Can be used without the fan and filter to function as a

convenient dust cover
. lncluded 4" exhaust port flange
. 0ptional fan maintains positive pressure
. Optional HEPA filter
. Optional rigid base for irregular lab surfaces
o Multiple models, compatible with CETAC ASX-I30,

ASX.26O, ASX-280, ASX.52O, ASX.52OHS, ASX-560,
EXB-8, XLB-8, and XLR-860 autosamplers and more!
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Tech n ica I

Dimensions
ENC-5600C
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Specif ications
Height

65 cm (26 in)
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widrh

60 cm (24 inl

Depth

58 cm (23 inl

Weight

11 kg (25 lb}

ENC-2800C 65 cm (26 in) 43 cm (17 in) 58 cm {23 in} I kg (17 lb)

ENC.86ODC 98 cm (39 in) li1 cm (44 in) 67 cm (27 in) 22 kg {a9 lb)

Shipping Details

ENC-56ODC

Box 1

28" x 28'x 1.5'at 15lb

Box 2

B'x 24" at 10 lb

Base

28'x 25.5" x 1- at 18lbB'x

ENC.28()DC 28'x 28- x 1.5" at 15 lb B'x 8.x17'at7lb 28'x 18"x 1" at 12 lb

ENC.860DC 33" x 33'x 1.75'at 30 lb 12. x 12' x 48" at 23 lb 48" x 30" x 1" at 35 lb

Materiais
polycarbonate frame
silicone and polyethylene plugs

nylon f ittings

Exha ust
4" fume hood exhaust attachment

Optional Accessories
HEPA filter
Positive pressure fan
Gas f low meter (up to 5 L per minute)
Base for irregular surfaces

Warranty
1 year limited (by manufacturer)

-r\- 15



EN C-560 DC
for ASX-560 and 4-rack autosan-:plers

I

#

Ii
EN C-2BO DC
for" ASX-ZB0 and Z-rack autosanrplers
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ENC-B6O DC
fcr" XLB-8,,, and B-rack 6Lrles6mplers

tilC-gg-0010 ENC-560 DC Autosampler Enclosure

EtlC-$9-0011 ENC-280 DCAutosampler Enclosure

tt{t-S9-0012 ENC-860 DCAutosampler Enclosure
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32-0288-045

32-0289-0{5

32-0290-045

32-0103-045

Exhaust flange

2.5" Diameter

3.0" Diameter

3.5" Diameter

4.0" Diameter
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ENC DC Series Enclosure Spares

Enclssure Fan -
positive air flow for use

with HEPA filter when

vent is not availabie.

Provides a flow rate of
i21CFM.

32-0099-045 NorthAmerica

32-0100-045 Europe

32-0101-045 Australia

32-0t62-0{5

32-0t02-045

HEPA Filter
{Hequires adapter plate}

Filter with adapter
plate

Filter replacement

only

32-0r05-045

32-0r04-0{5

32-0106-045

Autosampler Base

for ASX-280

for ASX-560

for XLR-Boo
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